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FOREWORD

This manual was initially prepared by the Transportation
Research Council. The contents of the manual and the certifica-
tion program have been reviewed and approved by the Virginia

Department of Motor Vehicles. The information included is based
on research conducted by the Transportation Research Council, a
review of state traffic laws, and regulations promulgated by the
Department of Motor Vehicles.

First published June 1979
Second Edition November 1983
Third Edition January 1986
Fourth Edition June 1997
Fifth Edition May 2006




PROLOGUE

In recognition of the need to protect the public from unnecessary hazard and inconvenience, the Virginia General Assembly
authorized the Department of Motor Vehicles to promulgate rules and regulations to govern the movement of vehicles and
loads which exceed legal limits. Formal training and certification is required of drivers who provide escort services for
overdimensional movements that exceed 12 feet in width. Promoting safety, giving the traveling public advanced warning of
the overdimensional load and ensuring the safe passage of the movement itself are the byproducts of the training and
certification.

The purpose of this manual is to provide information, including rules and regulations, legal requirements, safety suggestions
and reminders that should be helpful to those who conduct escort operations on the highways of the Commonwealth of
Virginia.

An understanding of the provisions of this manual and other safe driving rules is essential for certification as an escort driver
in Virginia. These should also be prerequisites for employment as an escort driver by firms engaged in transportation of
overdimensional loads in Virginia. Failure to provide certified escorts when required by permit is a violation of state law and
convictions carry stiff penalties.

Keep a copy of this manual in your escort vehicle as a handy reference.
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ESCORT DRIVER
CERTIFICATION

General Requirements for
Providing Overdimensional Load
Escort Service

Every person who wishes to escort
overdimensional loads exceeding a width of
12 feet must:

® Have a valid Virginia driver’s license
or valid license in the state or jurisdic-
tion in which he or she is a resident.

e Comply with the permit policy and
regulations and all state traffic laws.

® Have passed the escort driver’s
certification test.

Failure to comply with any of these require-
ments may lead to the suspension of the es-
cort certificate. Depending upon the nature
of the violation, escort drivers are subject to
the loss of their operator’s license and, if
convicted, may face fines and other penalties
set forth in the Code of Virginia.

Certification Required

The Virginia escort driver certification program
resulted from a study of the movement of 12
and 14 foot wide overdimensional loads. The
study, conducted by the Virginia Transporta-
tion Research Council, found the general
performance of drivers who provided escort
services was inadequate. In many cases escort
drivers created hazards by engaging in
negligent, unsafe, and sometimes illegal
driving practices. Most of the problems
observed could have been eliminated if the
escort drivers were familiar with proper escort
procedures, highway safety, and traffic
control, and had been instructed about
responding to emergency situations.

Purpose

When properly conducted, escort services
provide benefits to the public and to the
manufactured housing, boating, construction,
and other industries who occasionally need to
transport overdimensional loads. This manual
provides basic information concerning the
duties and responsibilities of drivers who
provide escort services. The purpose of
testing and certifying escort drivers is to
promote a clear understanding of proper
escort operations. Specific objectives of the
certification program are to:

® Enhance the safety of the
traveling public.

® Enhance the safety of the people
involved in the movement of the
overdimensional load.

* Prevent damage to the highway
system.

* Prevent damage to the load being
transported.

® Reduce undue delay to the normal
flow of traffic.

® Assure continuation of the industry’s
safe transportation record.

® Prevent increases in insurance costs.

* Avoid costly damage suits.

® Encourage uniform escort operations.
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Applicability

Certification as an escort driver is mandatory
for all drivers, regardless of their residence,
who escort overdimensional loads in Virginia
with a width exceeding 12 feet.

Escort drivers are not required to be certified,
if:
® The overdimensional load is 12 feet or
less in width.

® They are officers of the State Police or
police officials of any jurisdiction in
Virginia that provides escort services.

® The escorts are for military convoys or
for other federal or state governmental
vehicles.

CERTIFICATION PROGRAM

The Virginia escort driver certification program
consists of a written knowledge test which
must be successfully completed before a
certificate is issued. The following are impor-
tant facts concerning the test.

Where to Apply

The test may be taken at any Virginia Depart-
ment of Motor Vehicles customer service
center. An appointment is not necessary.

What to Bring With You

Driver’s License: All persons applying for
certification as an escort driver must have a
valid driver’s license.

Escort Driver’s Test

The Escort Driver’s Test will be administered
through DMV’s Knowledge Automated Testing
System (KATS). The test is multiple-choice.

Applicants failing the Escort Driver’s Test are
eligible to retake the exam three business days
after failing.

Applicants will be tested with questions on
safe driving, rules of the road, regulations
governing the movement of overdimensional
loads, responsibilities of the escort driver,
escort procedures, and Virginia’s traffic laws.
The information necessary to pass the test is in
this manual, so it should be carefully studied
prior to taking the test. Applicants should also
be familiar with the Virginia Driver’s Manual,
available at any DMV customer service center,
and the Virginia Hauling Permit Manual,
which can be obtained by contacting the
Hauling Permit Office at (804) 497-7135.

Special questions regarding the test or material
in this manual should be directed to:

Virginia Department of Motor Vehicles
Hauling Permit Section

PO. Box 26302

Richmond, Virginia 23260

Telephone: (804) 497-7135

Notification of Test Results

You will know your test results upon comple-
tion of the test. You will receive your certifica-
tion in the mail at a later date once your
driver’s license and driving record are vali-
dated. Please allow at least 10 business days
for this process to take place.

Testing and Certification Fees

No fee is required to take the Escort Driver’s
Test.



Remote Testing

Remote testing is not allowed. Applicants
desiring to take the Virginia Escort Driver’s
Test must do so in person at any Virginia
Department of Motor Vehicles customer
service center.

Duplicate Certificates and Change
of Address and Name

If the original certificate has been lost, stolen,
or destroyed a duplicate certificate may be
issued. Also, certificate holders must request
a duplicate certificate within 30 days if you
change your address or name. Application for
a duplicate certificate should be submitted to
the Hauling Permit Office at PO. Box 26302,
Richmond, VA. 23260.

Expiration and Renewal

The escort driver certification is valid for five
years and expires on the last day of the month
five years from the date of issue. Application
for renewal is required. Renewal forms may
be obtained at any DMV customer service
center. Applicants renewing their certifica-
tion will be required to retake and successfully
pass the written knowledge test prior to being
recertified.

Certificate Revocation and
Suspension

An escort driver’s certificate is not valid if the
driver’s license is revoked or suspended.
Escort driver certification may be revoked if
the driver:

* |s convicted repeatedly of violating
laws and safe escort procedures.

® Becomes physically or mentally
unable to drive.

* |sfound to have given false or fraudu-
lent information on the application for
certification as an escort driver.

Important Reminders

= If you provide escort services in
Virginia for loads with a width exceed-
ing 12 feet, you are required to be a
certified escort driver.

® Escort Driver Certification testing is
available at any of DMV'’s customer
service centers.

® You must have a valid driver’s license
and have passed a written knowledge
test before you can be certified as an
escort driver.

® Certificates must be renewed every
five years by completing a renewal
application and passing the written
examination.

* Your certificate is not valid if your
driver’s license is revoked or sus-
pended.

* As a Virginia certified overdimensional
load escort your name is a public
record and may be distributed upon
request.

SAFE DRIVING PRACTICES

Traffic crashes occur as a result of a break-
down in the highway transportation system.
That system is made up of three elements:
human, vehicle, and environment. Studies
show that failures in each of the three ele-
ments contribute to crash causation. But, the
human aspect (the driver) contributes most to
crashes.
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Drivers who exercise safe driving practices
reduce the likelihood of crashes. However,
not all drivers drive safely. Drivers must
constantly be on the lookout for other drivers
who may not be operating their vehicle in a
safe manner. When unsafe drivers and other
problems are encountered, the safe driver
must make quick and sound decisions. The
decision often makes the difference between
whether or not a crash occurs. Escort drivers
are professionals. And as professionals, they
are expected to follow safe driving practices.
Escort drivers must be constantly attentive to
their driving, the driving of the
overdimensional load and others in the driving
environment. A safe escort driver will never
take chances, always obey traffic laws, follow
the rules of the road and sound escort driving
procedures, and drive defensively.

General Rules of the Road

Traffic Signals and Signs: All traffic signals
and signs must be obeyed during escort
operations. For example, escort drivers are
required to stop for red lights and school
buses and to drive strictly in accordance with
all regulatory signage.

Road Markings: Road markings enhance
highway safety by providing important traffic
control information to motorists. Escort
operators should carefully observe the road
markings and never drive to the left of a solid
yellow centerline.

Driver’s Signals: Escort drivers should give
proper signals in advance of turning at in-
tersections or when changing lanes.

Maintain a Safe Following Distance: As a
general rule, the Three Second Rule should be
used to assure that a correct following dis-
tance is being maintained. To determine if
the following distance is correct, the driver
should note when the vehicle ahead passes a

definite point on the road such as a telephone
pole. Then the driver should count “one
thousand and one, one thousand and two,
one thousand and three.” If the driver
reaches the mark before completing the
count, the following distance is too close and
a greater interval is needed. The Three
Second Rule is applicable regardless of vehicle
speed. Escort drivers who follow the
overdimensional load or other traffic at
distances less than a safe distance are not
permitting enough time or distance to respond
to emergency situations. During inclement
weather, following distances should be
increased.

Stopping Under Special Conditions: When
the driver of the overdimensional load or the
escort operator is forced to stop (except
momentarily) on any part of the road, the
drivers should immediately set out three
warning flares, torches, or reflectorized
triangles to warn approaching traffic of the
hazard. Every precaution should be taken to
remove the overdimensional vehicle and
escort vehicles from the roadway.

Right of Way Rules: Escort drivers are
required to obey all right of way rules, espe-
cially at intersections in urban areas and when
entering or leaving an interstate or other
limited access highway. The size of the load is
not justification for assuming that other drivers
must yield to the load or the escort vehicles.

Defensive Driving

As defensive drivers, escort drivers should
adopt the crash prevention formula shown in
the box below.

A defensive driver is a person who is always
alert and takes every precaution to prevent
traffic mishaps. Because the movement of
every overdimensional load affects the normal
flow of traffic on the highway, the escort driver

CRASH PREVENTION FORMULA
SEE THE HAZARD

Think about what is going to happen or what might happen as
far ahead of encountering the situation as possible. Never
assume everything is “all right”.

UNDERSTAND THE DEFENSE

There are special ways of handling specific situations. Learn
these ways and be prepared to apply them when the need arises.

ACT IN TIME

Once you have perceived the hazard and detemined the
defense, act immediately. Never take a “wait and see” attitude.




must develop a positive attitude toward safe
driving. Defensive driving involves maintain-
ing a positive attitude toward crash preven-
tion. A defensive driver must anticipate
potential crash situations by evaluating
constantly changing situations and planning
preventive measures.

DUTIES AND
RESPONSIBILITIES OF
ESCORT DRIVERS

General Duties

The purpose of an escort vehicle is to alert the
traveling public to the presence or approach
of an overdimensional load. Escort drivers are
also responsible for assisting the driver of the
load and should be courteous to the public
and obey all traffic laws. Specific duties of
front and rear escort drivers are given below.

Front Escorts

Responsibilities of the front escort operator
include but are not limited to the following:

* Warn oncoming traffic of the
presence of the
overdimensional load.

® Assist the driver of the
overdimensional load by using the
two-way radio to provide notification
of hazards, obstructions, pedestrians,
and other potential problems that will
affect the safe movement of the load
and the traveling public.

® Ensure that the route prescribed on
the permit is being followed.

® | ocate safe places to allow the
overdimensional load and the escort
vehicles to clear the roadway so traffic
following the load can safely pass.

* \Warn motorists to stop at the end of
narrow structures to permit safe
passage of the load through the
narrow passage.

Rear Escorts

Responsibilities of the rear escort
operator include but are not limited to
the following:

= Warn traffic approaching from behind
that an overdimensional load is
ahead.

= Assist the overdimensional load driver
by providing notification of flat tires,
objects coming loose from the load
and other occurrences that the driver
may not be aware of.

* Notify the front escort driver and
overdimensional load operator of
traffic buildup and other delays to the
normal flow of traffic.

* Notify the overdimensional load
operator of motorists attempting to
pass the load.

* Warn motorists to stop at narrow
structures and other roadway restric-
tions to permit safe passage of the
load through narrow passage.

Authority of Escort Drivers

The purpose of the escort vehicle is to en-
hance the safety of moving overdimensional
loads by highway and to reduce delays and
inconveniences to the normal flow of traffic.
Escort drivers do not have police powers to
direct or control traffic and they should never
wear clothing that might cause others to
mistake them for police officers. The escort
driver must not operate a vehicle as an
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emergency vehicle; e.g., police, fire, or rescue
squad. This requirement does not apply to
official police escorts, military convoys, and
vehicles of other federal and state agencies.

Hauling permits are not issued to escort
drivers; but every escort must comply with
permit regulations pertaining to escort opera-
tions.

EQUIPMENT FOR ESCORT
VEHICLES

Wherever escort vehicles are required, the
following requirements must be met for each
vehicle.

Mandatory Equipment
and Other Safety Requirements

® The escort vehicle must be in safe
operating condition and capable of
displaying signs and other warning
devices when specified on the hauling
permit.

® Escort vehicles must have signs,
descriptive of the load being escorted
e.g., “Wide Load”, “Oversize Load”,
“Overdimensional Load” or “Over-
weight Load” displayed on the vehicle
and visible to approaching motorists
during day and night.

® At least one amber high-intensity
flashing, blinking or alternating light
must be located on top of the escort
vehicle. The light must be visible for a
distance of 500 feet or more.

= The escort vehicle’s headlights and
any other steady burning exterior light
must be turned on while escorting an
overweight or oversize vehicle.

= All escort vehicles must be equipped
with a two-way radio and maintain
communication with the permitted
vehicle driver and any other escort
vehicles in the convoy.

= A front escort vehicle equipped with a
hot-pole is required when the overall
height of a vehicle configuration
exceeds 15 feet or when required by
permit. The hot-pole must extend
three inches above the specified
overall height of the permitted load.

* When required to post a flagman to
warn and direct approaching traffic,
each flagman must wear a red or any
highly visible fluorescent colored
jacket or vest and must be equipped
with red flags or fluorescent orange
flags and paddles reading “STOP” in
white letters with a red background.
Flagmen must not be less than age 18
and must be capable of carrying out
flagging responsibilities.

Desirable Equipment for the Escort
Vehicle

Although not mandatory, safety equipment

such as a first aid kit, flares, and fire extin-
guisher, are useful in case of emergencies.

Overdimensional Vehicles and
Loads — Flags and Amber Flash-
ing Lights

Red flags or highly visible fluorescent orange

flags must be displayed at each of the four

corners of any vehicle configuration that is
overwidth or overlength. Flags must be
placed at the extremities of the width or
length. Flags must be 18 inches square and in

good condition.



One amber flashing light must be located on
top of the towing vehicle plus one amber
flashing light must be located on the upper
rear of vehicle or load being hauled, towed or
self-propelled. Lights must be visible for a
distance of 500 feet or more.

ESCORT PROCEDURES

The overdimensional load driver is responsible
for the overall movement of the load. Escort
drivers should enhance the movement by
properly performing their assigned duties. It is
important to remember that the
overdimensional load driver and the escort(s)
function as a team. Each person must contrib-
ute his skills and complete attention to
accomplishing the safe movement of the load.
Escort drivers are not merely along for the
ride. Constant alertness is necessary to
anticipate and avoid problems. Escort drivers
have specific tasks to perform during each
phase of the overdimensional load movement.
A summary of the procedures that should be
followed before, during, and after the move-
ment is given below.

Before the Trip Begins

When escort services are required, the
overdimensional load operator and the escort
driver(s) should arrange for an appropriate
safe place to meet off the roadway and discuss
various aspects of the move. Specific items
that must be covered include:

® The escort driver(s) should ask the
overdimensional load operator to
review the permit for any special
requirements or instructions.

® The routing prescribed on the permit
should be carefully reviewed to make
sure the directions are understood by
everyone involved with the move. It
is essential that everyone clearly
understands the routes that must be
followed during the move.

= The position of each escort vehicle,
e.g., front escort, etc. should be
determined.

= Mandatory equipment required for
the escort vehicle should be checked
prior to beginning the move. The sign
must be mounted and secured, the
vehicle mirrors must be properly
adjusted, and the vehicle lights must
be turned on.

* An appropriate two-way radio
channel must be selected and a check
made of each radio to assure clear
communication.

® Each escort driver must check to be
sure his driver’s license and escort
certification are in his possession at all
times during the trip and available for
inspection by appropriate authorities.

® QOverdimensional load operator must
also check to assure all escort drivers
are certified.

During the Trip

Once the wide load movement begins, the
escort driver(s) and the load operator act as a
team to ensure that safety of the traveling
public is enhanced. Guidelines for conduct-
ing proper escort activities are listed below.

Traffic Laws: Escort drivers must obey all
traffic laws and regulations.

Speed Limits: Unless otherwise specified
within the permit, the speed limit for hauling
permits is the posted speed limit not to
exceed 55 mph.
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Lights: All vehicle headlights and other steady
burning exterior lights must be turned on, in-
cluding those of the escort vehicle(s).

Maintain Proper Following Distance: Front
and rear escort drivers must maintain a safe
distance between their vehicles and the
overdimensional load. The Three Second
Rule should be used as a guide. Depending
upon highway and traffic conditions, a
distance of 500 to 1,000 feet is usually
appropriate. In urban areas and at narrow
bridges, shorter following distances are
desirable. In rural areas and on narrow
winding roads, the front escort driver should
maneuver his vehicle well ahead of the load
to warn oncoming traffic of the hazard. Also
the rear escort driver should position his
vehicle well behind the load to warn motorists
following the load.

Traffic Signals: When traveling on a route
where traffic signals control the movement of
traffic, if the escort vehicle passes through the
intersection and the load is required to stop
for a red light, the escort driver should stop as
soon as possible on the right side of the road
and should not resume travel until the load
approaches at the required following distance.

When the escort driver following the
overdimensional load is required to stop at a
traffic light and the load has passed through
the intersection, the load operator should
proceed with the move as planned. The front
escort driver should proceed with the move as
planned and the rear escort driver should
resume a normal following distance as soon as
the driver can proceed through the intersec-
tion. The escort drivers must be alert and
avoid sudden stops at signals.

Emergency Flashers: When stopped or
slowing at a traffic hazard or when traveling at
a speed of less than 30 miles per hour, the
escort driver should use the emergency
flashers. The flashers should not be used
when operations exceed 30 miles per hour.

Two-Way Radio Communication: Each
escort driver and the overdimensional load
operator are required to maintain radio
communication. The escort operators are
responsible for advising the overdimensional
load operator of any condition that may
require precautionary action such as reducing
speed or pulling off the roadway. Escort
drivers should use the radio to inform the
overdimensional load driver of obstructions,
pedestrians, and other problems that require
advance warning. Appropriate Federal
Communication Commission procedures
should be followed during all transmissions.
Special attention should be given to maintain-
ing radio contact in mountainous areas by
reducing following distances if necessary.

Reducing Traffic Build Up: When traffic
following the unit exceeds six vehicles or
when traffic is detained for more than 10
minutes, the escort driver(s) should assist the
over-dimensional load driver in finding a
suitable location where the overdimensional
load and the escort vehicles can be com-
pletely removed from the roadway to allow
traffic to pass.

Passing: Unless roadway hazards exist, the
driver of the rear escort vehicle should not
prevent motorists from passing the
overdimensional load. The escort driver
should inform the overdimensional load
operator that a motorist is attempting to pass
S0 appropriate precautions can be taken.
Advance warning is especially important when
large trucks pass the load.

On narrow roads or when hazards exist the
rear escort driver should discourage passing by
maneuvering his vehicle near the centerline of
the road. When it is necessary for the load to
pass other vehicles, the rear escort driver
should clearly signal an intention to pass and
move into the passing lane well before the
overdimensional load driver initiates the
maneuver. The rear escort driver should stay
in the passing lane until the load completes
the pass.

Inclement Weather and Mechanical Break-
downs: During periods of unforeseen in-
clement weather and when mechanical,
physical or other problems occur, the escort



drivers should assist the overdimensional load
operator in locating a safe place to remove the
load from the roadway until operations can
again be initiated.

Special safety precautions shall be utilized
during vehicle breakdowns and the unit must
be immediately removed from the traveled
portion of the roadway. The disabled unit
must be removed from the highway system at
the earliest possible time after breakdown.

Narrow Structures: In cases where narrow
structures or obstructions exist near the road
or where sight distances are limited, one or
more escort drivers should warn approaching
and/or oncoming traffic of the presence of the
overdimensional load. The escort driver(s)
should proceed to a point where the sight
distance is adequate and use flags, the two-
way radio or other methods to warn traffic.
The escort vehicle should, however, be close
enough to the load to be readily identified
with the movement.

The overdimensional load driver is responsible
for all horizontal and vertical clearances along
the proposed route of travel to ensure that
proper clearances exist. Travel must not
commence without proper clearances along
all proposed routes of travel.

Under no circumstances are bridge railings to
be removed or adjusted, or any roadway
structures to be modified or tampered with to
allow passage without first obtaining written
permission from the Virginia Department of
Transportation.

Stopping Traffic: When an overdimensional
load is routed upon any highway which is too
narrow for two-way travel at all points, the
front escort vehicle or a flagman must ad-
vance to a point where two-way traffic can be
maintained, and warn oncoming traffic to stop
at that location. When the load reaches the
location where traffic is stopped, the
overdimensional load must halt and allow
traffic to clear from both directions, with
assistance being given by the flagman. The
front escort vehicle or flagman must then
advance to the next point to warn traffic to
stop. Traffic must not be detained for more
than ten minutes. When flagging or stopping

traffic is required, the proper flagging require-
ments and methods outlined in the following
section must be observed.

Emergency Stopping: When it is absolutely
necessary to stop the load and escort vehicles
near the roadway (except for momentary
stops) warning devices should be set as
indicated by the figure below.

fr— 100" —] |o—— 00" ——]
10
| I-. -

Stopping on a Straight Roadway

If the sight distance along the roadway is
restricted, the warning devices should be
placed at a point to give motorists proper
advance warning of the load as shown.

" —
S
r——— so0” — | .

}//’_ ;F::Ii\

Stopping on a Curve

|m——— sEoQ° —_—

Stopping on a Hill
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Special Requirements: From time to time the
movement of overdimensional loads necessi-
tates special escort procedures. These special
requirements are noted on the hauling permit
or may be required by the driver of the load.
The driver of the load will call any special
conditions to the attention of the escort
drivers and advise them of any action neces-
sary to enhance the safe movement of the
load

Flagging Traffic: The flagman is responsible
for safeguarding traffic and the
overdimensional load by warning motorists of
danger ahead and guiding them safely through
an area. A sufficient number of competent,
courteous, neat and fully dressed flagmen
must be provided and available at all times
when required. Also when necessary, flagmen
must be available to warn traffic to stop,
advise the motorists of any delay, and to keep
vehicles in the proper lanes.

After the Trip is Completed

When the escort operation is completed, the
driver should turn off all exterior lights, amber
flashing lights, and must remove or cover the
overdimensional load sign.

METHODS OF FLAGGING
TRAFFIC

Duties and Responsibilities.

The flagman is responsible for the safety of the
overdimensional load as well as all the other
vehicles and pedestrians in surrounding traffic.
Flagmen must be at least age 18 and must be
capable of carrying out flagging responsibili-
ties. Flagging should be conducted in a
courteous manner and in accordance with
proper procedures.

Flagmen must perform their duties in the
following manner:

Be alert at all times.

* Do not stand with a group.

® Stand where you can be easily seen
by approaching motorists.

* Always stand while waiting for traffic.

* Do not leave your post until you are
properly relieved.

Recommended Equipment

e Hard hat

= Red or any highly visible fluorescent
colored jacket or vest

= Fully clothed (removal of shirts is
prohibited)

= Flag or paddle



Flagging Devices

Flag: The flag should be red or fluorescent
orange, not less than 18 inches x 18 inches on
a staff at least 36 inches long and should be
weighted at the bottom with a 3/16 inch rod,
or some other adequate weight.

Sign Paddle: The sign paddle should be at
least 24 inches wide with 6 inch letters
reading “STOP” in white letters with a red
background.

Where to Stand

Flagmen should be located far enough in
advance of a problem area so that approach-
ing traffic will have sufficient distance to
reduce speed and come to a stop. Depend-
ing upon approaching speed and physical
conditions at the site, a distance of 200 to 300
feet is usually desirable. However, in urban
areas where speeds are low and streets are
closely spaced, a shorter distance is some-
times desirable.

Stand facing traffic on the edge of the shoul-
der of the road just outside of the traffic lane.
Always stand where you can see and be seen
by approaching traffic.

Flagging Procedures

Proper techniques for warning traffic to stop,
for moving traffic, and for slowing traffic are
discussed below.

How to Warn Traffic to Stop;

FLAG = ‘l

= Stand facing traffic but keep out of the
traffic lane.

/. u
PADDLE

FLAG

To warn traffic to stop, hold the
flagstaff in a horizontal position in the
path of the vehicle. The free arm
should be raised with the palm of the
hand toward approaching traffic.

When using a paddle hold the paddle
upright and turn the paddle so that
the oncomoing traffic can see the
word STOPR The free hand should be
raised with the palm of the hand
toward the oncoming traffic.

If time permits, drivers may be
informed concerning the reason for
the delay. (Be courteous. Be brief.
Use, for example:

“An overdimensional load is being
moved through this area.”)

How to Move Traffic:

PADDLE

When signaling traffic to move ahead,
lower the flag behind you and signal
with the free hand, using a sweeping
motion in the direction traffic is to
move.

When using a paddle hold the paddle
upright and turn the paddle so that
the oncoming traffic can see the word
SLOW. With the free hand use a
sweeping motion to signal the direc-
tion the traffic is to move.
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Never use a flag or paddle to signal
traffic to move ahead.

How to Slow Traffic:

PADDLE

To slow traffic but not to stop it,
extend flag into the traffic lane. The
flag must be lowered before traffic is
completely stopped. Never wave
your flag.

When using the paddle hold the
paddle upright and turn the paddle so
that the oncoming traffic can see the
word SLOW.

Signals must be clear and distinct.

Don’'t make drivers guess what they
should do.

Never wave your flag or paddle, either
to stop or slow traffic or to inform
motorists to proceed.

DON'TS OF ESCORT DRIVING

e |f your operator license is revoked or
suspended and/or you fail to pass the
escort driver’s examination, and/or
your escort driver’s certification has
expired, DO NOT engage in escorting
overdimensional loads.

* DO NOT assume police powers or
operate your escort vehicle as an
emergency vehicle while escorting
overdimensional loads.

* NEVER stop in the roadway. If
emergency stopping is necessary, pull
off the roadway and employ appropri-
ate warning devices such as flags,
flares or reflectors.

* DO NOT use the emergency flashing
turn signals when escorting operations
exceed 30 miles per hour.

e DO NOT drive the escort vehicle with
the wideload sign displayed after the
overdimensional load movement has
been completed.

* NEVER run traffic lights, stop signs,
cross the double yellow centerline,
run motorists off the roadway or
commit other violations of the state
traffic code.

EMERGENCIES

What To Do If There Is A Crash

The following procedures should be followed
in the event of a crash involving the
overdimensional load or escort vehicle(s).



* Prevent a second crash by pulling
completely off the roadway.

* Turn on the four-way emergency
flashers.

* Warn approaching traffic of the
problem by placing the appropriate
warning devices.

® Get help. Ask a person who stops to
phone for the police and rescue
squad. Use the two-way radio but do
not rely on it as sole means of request-
ing aid. The Virginia State Police can
be reached on cellular phones by
touching #77.

* To reduce the fire hazard, turn off
ignition of the wrecked vehicles.
Keep smokers away.

* DO NOT move the injured unless
they’re in a burning car or in immedi-
ate danger. Unnecessary movement
often complicates injuries.

® Search the area for victims that may
have been thrown from the crash and
hidden by tall underbrush.

When trained personnel arrive (rescue squad,
police, and fire) give a brief summary of what
you’ve done and ask if you can be of further
assistance, but do not interfere with their
efforts to care for the injured and stabilize the
scene.

Virginia law provides that persons who give
emergency care without compensation at the
scene of a crash or fire are exempt from
liability and any civil damages resulting from
giving care or assistance.

Reporting a Crash: The driver of any vehicle
involved in a crash in which a person is killed
or injured or in which an attended vehicle or
other attended property is damaged must
immediately stop as close to the scene of the
crash as possible without obstructing traffic
and report his name, address, driver’s license
number, and vehicle registration number to

the Virginia State Police or local law enforce-
ment. Report immediately to police authori-
ties any crash in which:

® A person is killed or injured, or

* A vehicle or other property is dam-
aged.

In addition to reporting the crash to the
authorities, an exchange of information is
necessary in all crashes so that you can make
a complete and detailed report of the crash.
Get the following information from all in-
volved parties:

Names, addresses and driver’s license
numbers of all drivers.

* Make, model and license plate
numbers of all vehicles involved.

* Names and addresses of injured or
killed persons.

* Names, addresses and policy numbers
of the insurance companies covering
the vehicles and property involved in
the crash. Always carry insurance
information while driving.

Make a resonable effort to find the owner or
caretaker of an unattended vehicle or other
unattended property that may be damaged. If
you cannot locate the owner or caretaker you
must leave a note that can be easily found at
the scene of the crash. The note should
include your name, address, driver’s license
number and vehicle registration number. In
addition, report the crash in writing within 24
hours to the Virginia State Police or the local
law enforcement agency if the crash occurred
within a city or town limits.
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STUDY QUESTIONS

The following questions are not necessarily the
questions that will be given on the escort
driver’s test. The questions are designed to
aid in studying the material in this manual.

1. Under what conditions are you
required to become a certified escort
driver?

2. Name at least three reasons for
requiring the certification of escort
drivers.

3. Isit necessary to have a valid Virginia
driver’s license when applying for
certification as an escort driver?

4. Are you permitted to use the manual
or other notes when taking the
certification test?

5.  What information do you need to
apply for an escort driver certificate?

6. How many times may you take the
escort test in a single day?

7.  When you change your address or
your name, whom should you notify
concerning your escort certificate?

8. Name two conditions which may lead
to the revocation or suspension of
your escort certificate.

[OVERSIZE|

b e -

10.

11.

12.

13.

14.

15.

16.

17.

18.

As an escort driver you are required to
obey some, but not all the road
markings, signs, and signals. True or
False?

Why is defensive driving important to
escort driving?

Are special hauling permits issued to
overdimensional load operators and
to every escort driver involved in the
movement of the overdimensional
load?

Are escort drivers required to display
on their vehicles red flags, 18-inches
square, and in good condition?

Is the front escort driver required to
be in touch with the overdimensional
load operator by two-way radio
communications?

The overdimensional load is permit-
ted to travel the posted speed limit.
True or False?

Is it permissible to use emergency
flashers during escort operations if the
average speed of the movement is 45
miles per hour?

Under what conditions is it necessary
to report a traffic crash?

Name three major responsibilities of
escort drivers.

Do escort drivers have police power
to control and direct traffic during the
movement of overdimensional loads?
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20.

21.

22.

23.

24.

What equipment is mandatory on an
escort vehicle?

Name three items that must be
checked before starting on an
overdimensional load movement?

Should the escort driver ever permit a
motorist to overtake and pass an
overdimensional load on a narrow
road?

Outline the proper method of
flagging.

Is it permissible to use revolving,
flashing amber lights on top of the
escort vehicle to attract motorists’
attention?

What procedures should be followed
in case you are involved in a crash
which occurs during the movement of
an overdimensional load?
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